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       GelBoxLine 
 Unødvendig å fylle hele koblingsboksen

- gir et sikkert og tett koblingspunkt

Prefilled

Insert the 
connection

The junction 
is completed when 

GEL comes out 
from the accessory

Gel Box Line
a simple way to bring indoor connectors outdoors

Insert the Insert the 
connectionconnection

Pre-filled gel accessories for sealing, protecting 
and making safe electrical connections

Gel Box Line
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nothing's easier!

Pascal

Watt

Kelvin

Isaac

IPX8
OFFICIALLY
TESTED

Discover the range of Raytech pre-filled accessories

Consult or request the full catalogue on Raytech.it

King Joint Joints A2A Mammut Gel CoverRapid Joint Clik Fire

RAYTECH S.r.l.
Via Enrico Fermi 11/13/17

20019 Settimo M.se (MI) ITALY
Tel.: +39 02 33500 147

info@raytech.it 

Discover the range of Raytech pre-filled accessories
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 � Boks ferdig med gelmasse 
 � Klar til bruk
 � Giftfri 
 � Passer de fleste koblingsklemmer
 � Ikke brennbart

Koble - Klem - Ferdig!

Type Forpakning Størrelse El.nr.
GelBox Isaac 4 4 stk 30x24x23 12 504 04
GelBox Isaac 4 50 stk 30x24x23 12 504 06

Type Forpakning Størrelse El.nr.
GelBox Pascal 6 2 stk 38x30x26 12 504 11
GelBox Pascel 6 25 stk 38x30x26 12 504 13

Type Forpakning Størrelse El.nr.
GelBox Watt blister 2 stk 30x38x26 12 504 18
GelBox Watt 25 stk 30x38x26 12 504 20
GelBox Watt + 30 klemmer 2,5 mm² 10 stk 30x38x26 12 504 32

Type Forpakning Størrelse El.nr.
GelBox Kelvin blister 1 stk 45x45x30 12 504 25
GelBox Kelvin 20 stk 45x45x30 12 504 26
GelBox Kelvin + 30 klemmer 6 mm² 10 stk 45x45x30 12 504 33

GelBox 
En prefylt boks med gelmasse, som sørger for en beskyttende og sik-
ker elektrisk kobling. Koblingen blir vanntett IPX8. Bare trykk klemmen 
ned i geleen og press på lokket. Når det tyter ut gele, er koblingen tett.  
Temp. område -40 °C til +90 °C

• To put household systems in order

• For civil and industrial connections

• Also for submerged use

• Non-toxic and with no shelf life

• Versatile and ready to use

•  Designed with dimensions 
suitable for the most 
commonly used connectors

Fully submersible

Can be used underground

Gel: UL 94-HB

Degree of protection: IPX8

Operating 
temperature

Installation temperature: 
-40°C / +50°C

90°

Product Description Package Internal dimensions (mm)

Pascal 6 x 2 pieces Blister
A x B x C

38 x 30 x 26
Pascal 6 P15 x 15 pieces Box

Pascal 6 MP * x 25 pieces Multipack

Pascal
AB

C

Product Description Package Internal dimensions (mm)

Isaac 4 x 4 pieces Blister
A x B x C

30 x 24 x 23
Isaac 4 P30 x 30 pieces Box

Isaac 4 MP * x 50 pieces Multipack

Isaac
AB

C

max 2 wires
max 2.5 mm2

max 3 wires
max 4 mm2 

max 2 wires
max 2.5 mm2

Product Description Package Internal dimensions (mm)

Watt x 2 pieces Blister
A x B x C

30 x 38 x 26
Watt P15 x 15 pieces Box

Watt MP * x 25 pieces Multipack

Watt

max 5 wires
max 4 mm2

max 3 wires
max 2.5 mm2

max 3 wires
max 2.5 mm2

max 5 wires
max 2.5 mm2

max 3 wires
max 1.5 mm2

Product Description Package Internal dimensions (mm)

Kelvin x 1 pieces Blister A x B x C
45 x 45 x 30Kelvin MP * x 20 pieces Multipack

Kelvin

Product Description Package Internal dimensions (mm)

Kelvin + 4
10 pieces + 

30  connectors/terminations  
da 4 mm2

Box
A x B x C 

45 x 45 x 30
Kelvin + 6

10 pieces + 
30  connectors/terminations 

da 6 mm2
Box

Kelvin +

max 3 wires
max 6 mm2

max 3 wires
max 6 mm2

max 3 wires
max 6 mm2

Product Description Package Internal dimensions (mm)

Watt + 1.5
10 pieces + 

30 connectors/terminations 
da 1,5 mm2

Box
A x B x C 

30 x 38 x 26
Watt + 2.5

10 pieces + 
30  connectors terminations 

da 2,5 mm2
Box

Watt +

max 3 wires
max 2.5 mm2

GELBOXLINE
a simple way to 
bring indoor 
connectors 
outdoors

* Also available the flame retardant version in the following colours: yellow, orange, blue or black

* Also available the flame retardant version in the following colours: yellow, orange, blue or black

* Also available the flame retardant version in the following colours: yellow, orange, blue or black

* Also available the flame retardant version in the following colours: yellow, orange, blue or black

ACCESSORIESACCESSORIES
PRE-FILLED WITH GEL 
for free connections

PRE-FILLED WITH GEL 
for free connections

Gel Box Line

IPX8
OFFICIALLY
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Type El.nr.
Magic Power Gel 1 liter 2-komp 12 504 35

Type El.nr.
Magic Gel 1 liter 2-komp 12 504 39

Magic Power Gel 
Tokomponent gele som må blandes 50/50.  
Blandingen kan helles rett i bokser flytende der det er mulig, eller bland  
og vent ca 15 minutter. Press massen rundt kobling og lukk boksen.
Denne benyttes der den flytende blandingen ikke kan brukes.  
Gelen kan fjernes og brukes flere ganger. 

Magic Gel 
Tokomponent gele som må blandes 50/50.  
Blandingen helles rett i boksen i løpet av ett minutt. Etter ca 10 minutter 
har blandingen blitt til en gele.  
Geleen kan fjernes, men er  ikke beregnet for gjenbruk. 

Wonder Gel 
Enkomponent gele i skelettpatron. Gjør ferdig koblingen og fyll boksen 
med gele. Koblingen blir da IPX8. Enklere kan det ikke bli.  
Enkel å bruke på plasser hvor det er vanskelig å komme til.  
Temp. område -60 °C til +200 °C. Inneholder ingen giftige stoffer.

Techno GelGum 
Ikke helt gele og ikke helt gummi, men det beste fra begge. Blandes 50/50 
og fylles over koblingen. Den beste løsningen for nedgravde bokser. Gir en 
ekstremt fleksibel og vannavstøtende løsning. Kan benyttes nedsenket på 
dypt vann. Tåler både salt- og klorvann. Halogenfri og UV bestandig.  
Blandingen forblir myk og kan fjernes. Kan ikke gjenbrukes.  
Temp. område -60 °C til +200 °C

Gelfylt kabelskjøt 
En prefylt boks med en ikke brennbar gele. Denne sørger for 
en beskyttende, sikker og dekkende elektrisk kobling. Kob-
lingen blir vanntett IPX8. Dersom niplene benyttes, holder 
koblingen IP68. 
Ubegrenset levetid. Selvslukkende og flammehemmende. 
Inneholder ingen giftige stoffer.  

Skjøten er testet i samsvar med internasjonale spesifikasjoner, 
med gjentatte bøyninger og vridninger samt nedsenket i vann. 

Type El.nr.
Wonder Gel 280 ml transparent 1-komp 12 504 49

Type El.nr.
Techno GelGum 1 kg 2-komp 12 504 51

Type For dimensjon El.nr.
Kabelskjøt IP68 L1,5 2x1,5 - 5G2,5 12 504 55
Kabelskjøt IP68 L6 2x4 - 5G6 12 504 56
Kabelskjøt IP68 L10 4G6 - 5G10 12 504 57

Nippel 
med strekkavlaster

 5 pol koblingsstykke

Selvsentrerende stykke for nippel

Gel


